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Table 1-1 lists operating specifications of the GentleLASE system.

Table 1-1 GentleLASE Specifications

~Flashlamp-excited, alexandrite laser rod
755 nanometers (nm)

. Lens~coupled, user-replaceable optical fiber.

Beam Output Mode: ... - Multimode

Maximum Delivered Energy: .50 J (joules)

Pulse Repetition Rate: . Repetitive pulsing up to 1 Hz
Pulse Duration: . 3 milliseconds

Beam Spot Sizes: .12, 15, 18mm diameter

8, 3x10 optional

Cooling Method: ..

- Ambient air
Stability of Output Energy: L +14%
Dimensions (HXWxD)..... . 43 x 20" x 32" (109* x 58 x 81 cm) *48" (122
ccm) with canister cap
Weight . ....300 Ib (140 kg)
Cryogen Canister :
Dimensions .. . 11" high x 3" diameter (28 x 7.6 sm)
Type ... . #PD Cylinder
Tare Wt .... 2.31b (1.04 kg)

. CGA-600 w/ Safety Release Valve
.24 fl. 0z. (564 ml)

Volume ..
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Europe..
Asia Pacific..
(Maximum line-voltage variation + 10%)

0/60 Hz, single-phase, 13 A maximum at 230
VAC. 20 A service recommended
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Avoid Eye or Skin Exposure to
Direct or Scattered Radiation

Laser Procedure in Progress





GentleLASE


Class IV Laser Product


ALEXANDRITE / PULSE DIODE LASER 


755 NANOMETERS


7500mj MX/ 10 MICROSECOND PULSE	2-5 O.D.


EYE PROTECTION REQUIRED











