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MedLite® C6Laser

Laser Parameters

LaserMedium Nd'YAG & Dye Impregnated Polymers

OperatingParameters  EO Q-switched

Nominal Delivered Energy atend of Articulated Arm with no Handpiece

1064nm 10Joule
532nm 400my

Converted Wavelengths

585nm 250mJ
850nm 150mJ

Nominal Pulse Energy Densityat

1084nm 120Jcm 2@ 3 0mmspotsize
532nm 50Jcm 2 @ 2 0mmspotsize
585nm 80Jcm 2 @2 0mmspotsize
650nm 45Jem? @ 20mmspotsize
Pulse Width 5:20ns

‘Trea®entRepetition Rate Single shot. 1.2,

Aiming Beam

850nm <t 3intensity levels

Spot size

1084nm 3.4.688mm

532nm 2.3.486mm

Cooling Closed Cycle Waterto Air Heat Exchanger

Physical Parameters

Input Power 220V Single Phase. 8 Amps or 110V Single Phase. 15 Amps
Weight 127 Pounds (58 kg)

Size 285" (7250m) depth 12" (30,5 cm)width 318" (81 cm) heightwithout articulated am 445 (113 cm)

Optical Delivery Articulated Arm
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MEDLITE C6 LASER (585, 650)


Class IV Laser Product


Energy/Pulse 			500mJ Maximum


Pulse Duration			5 to 7 Nanoseconds 


Nd:YAG Wavelengths 		585 & 650 Nanometers








MEDLITE C6 LASER (1064, 532)


Class IV Laser Product


Energy/Pulse 			3.0 Joules Max


Pulse Duration			<20ns


Nd:YAG Wavelengths 		1064 & 532nm











