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Continuous wave KTP
with output at 532 nm
Exposure Time Selectable at 0.1,0.2, 0.5, 1.0
seconds and continuous

Repeat Mode
Aim Beam

0.1 and 0.5 intervals ]
<=5mW al 532 nm Green, 2 levels
<=5mW at 632.8 Red. 2 levels
Safety Classification Class IV
Lasing Signal Audible Tone
Delivery Systems Disposable Endostat™ Fiberoptic
(200. 300, 400 and 600 micron)
Disposable Sculptured Endostat™
Microbeam® Micromanipulator
SpineStat™ Disectomy Probe
Dermastat® Handpieces
Hexascan™ Computerized
Dermatol ogy Handpiece
Disposable Coaxial Endostat™
(400 and 600 micron)
ADD™ - Angled Delivery Device
Calibration Optional Calibration

Electrical Power Single phase. 208/220/240 volts
Three phase, 200/208/220/
240/380/415 volts

Air Cooled (standard)
(Water Coooled (optional)

625 pounds (284 kg

Weight |
Length: 38.5 inch (97 cm)
Width: 20.2 inch (51 cm)
Height: 52.5 inch (137 cm)






[image: image2.png]Visible and Invisible Laser Radiation
Avoid Eye or Skin Exposure to
Direct or Scattered Radiation

Laser Procedure in Progress





KTP 


Class IV Laser Product


NEODYMIUM: YAG LASER / KTP LASER


120 watts max. / CW 1064 NM / 532 nm / O.D. > 3.5-5.5


EYE PROTECTION REQUIRED











